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DC425  signal  transformer

DC425

DC425

LED

BUTTON

Version No: A/01

Control Range

230V/50Hz

120V/60Hz

L1 Open L2 partition Emission frequency

433.92MHz
200m

200m

35m

35m
*2

*2
* 2

* 2

Press UP button 
one times

Setting up

The LED indicator flashes 
two times

Set up is OK

Store 20 unit code at most

Press button once 
then release hand

Press button once then
not release hand

The indicator flashes

five seconds later,release 
hand,the indicator flashes

2 seconds later, 
the indicator extinguishes

Emitter cancellation

Can prolong emiting distance

110V~250V/50Hz~60HzTransformer work voltage:

For the emitters without setting button like DC316,your
can press Up button and Down button at the same 
time to work as the same function as setting button.

Single-channel 
emitter

DC287
Five-channel 

emitter

DC288
Fifteen-channel 

emitter

DC289
Portable double-channel 
wall-mounted emitter

DC316
Portable nine-channel 

emitter

DC476 DC116
Fifteen-channel 

emitter

DC262

Nine-channel 
emitter

DC511
Fifteen-channel 

emitter

DC512DC61 DC115
Five-channel 

emitter

DC306DC305
Single-channel 

emitter
Nine-channel 

emitter

DC307
Fifteen-channel 

emitter

DC313
Miniaturised portable 

emitter
Miniaturised portable 

emitter

Wind-sun sensor


