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In order to fully explore available functions of TP10 series please take a moment and read this manual before using the device.
TP10 control units are compatible with all TENPILOT brand devices.

TP10_1Cw CONTROL UNIT www.sukcesgroup.pl

Memory: 
500 transmitters 
(programming 501st transmitter 
will cause delating the 1st one)

Output voltage: 
12-24 V DC or 8-16 V AC

Power consumption: 
max. 50 mA

Work frequency: 
433,92 MHz

Range:
to 30 m

1. General information

2. Detailed description

3. Connection

Radio receiver range is a variable value and can differ from declared values depending on conditions in which device operates. 
Possible sources of changes in range are building construction, interference caused by other radio transmitters etc.

TP10_1Cw control unit
(cover)

TP10_1Cw control unit
(inside the cover)

TP10_1Cw control unit
(power supply and output)
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programming button

toggle switch

Toggle switch moved right - one the remote 
control button controls the unit

Toggle switch moved left -  all the buttons on 
the remote controls the unit

power supplyoutput

LED diode



4. Programming transmitters

5. Deleting all transmitters

Press the programming button on the receiver.
The LED will light up stronger.

Press and hold the programming 
button on the receiver until the LED 

dide will flash.

When LED diode stop flashing, 
it means that all remotes were 

successfully deleted.

Press any button on the remote, 
untill LED diode will light up less.

 Press the same button on the remote control 
again until the LED flashes 3-5 times.

Remote
has been programmed
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